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Part No RRP Part No RRP

6-CNFJ-7.2 $68.00 6-HCFJ-7.2 HIGH CAPACITY $81.00 

12V 7.2Ah 3 Year 12V 9Ah 3 Year

Warranty Warranty

C10 =  7.2Ah C20 = 7.8Ah C10 =  9Ah C20 = 10Ah

6-CNFJ-10 $92.00 6-CNFJ-12 $110.00 

12V 10Ah 3 Year 12V 12Ah 3 Year

Warranty Warranty

C10 = 10Ah C20 = 12Ah C10 = 12Ah C20 = 

6-CNFJ-14 $129.00 6-CNFJ-18 $165.00 

12V 14Ah 3 Year 12V 18Ah 3 Year

Warranty Warranty

C10 = 14Ah C20 = 15.5Ah C10 = 18Ah C20 = 20Ah

6-CNFJ-22 $201.00 6-CNFJ-24 $220.00 

12V 22Ah 3 Year 12V 24Ah 3 Year

Warranty Warranty

C10 = 22Ah C20 = 24Ah C10 = 24Ah C20 = 27Ah

6-CNFJ-26 $255.00 6-CNFJ-28 $262.00 

12V 26Ah 3 Year 12V 28Ah 3 Year

Warranty Warranty

C10 = 26Ah C20 = 29Ah C10 = 28Ah C20 = 32Ah

6-CNFJ-35 $319.00 6-CNFJ-40 $365.00 

12V 35Ah 3 Year 12V 40Ah 3 Year

Warranty Warranty

C10 = 35Ah C20 = 40Ah C10 = 40Ah C20 = 44Ah

Weight: 11.4 kg / 25.08 lbs. Weight: 14.2 kg / 31.24 lbs.

Dimensions: L151xW65xH100mm Dimensions: L151xW65xH100mm

Cyclic: 14.7V 3A (25oC) Cyclic: 14.7V 3.6A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  3.5 kg / 7.71 lbs Weight:  4.15 kg / 9.14 lbs

Cyclic: 14.7V 2.16A (25oC) Cyclic: 14.7V 2.7A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  2.30 kg / 5.07 lbs Weight:  2.57 kg / 5.62 lbs

12V Series 

Dimensions: L151xW99xH100mm

Cyclic: 14.7V 4.2A (25oC) Cyclic: 14.7V 5.4A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  4.35 kg / 9.59 lbs Weight:  5.9 kg / 13 lbs

Dimensions: L151xW99xH102mm

Dimensions: L151xW99xH104mm Dimensions: L181xW76xH170mm

Cyclic: 14.7V 6.6A (25oC) Cyclic: 14.7V 7.2A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  6.9 kg / 15.21 lbs Weight:  7.7 kg / 16.97 lbs

Dimensions: L176xW166xH125mm Dimensions: L176xW166xH125mm

Cyclic: 14.7V 10.5A (25oC) Cyclic: 14.7V 12A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Dimensions: L181xW76xH170mm Dimensions: L176xW166xH125mm

Cyclic: 14.7V 7.8A (25oC) Cyclic: 14.7V 8.4A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  7.8 kg / 17.19 lbs Weight: 8.5 kg / 18.73 lbs

Dimensions: L220xW120xH175mm Dimensions: L198xW166xH172mm



Part No RRP Part No RRP

6-CNFJ-55 $459.00 6-CNFT-55 $509.00 

12V 55Ah 3 Year 12V 55Ah 3 Year

Warranty Warranty

C10 = 55Ah C20 = 60Ah C10 = 55Ah C20 = 60Ah

6-CNFJ-65 $540.00 6-CNFJ-70 $585.00 
12V 65Ah 3 Year 12V 70Ah 3 Year

Warranty Warranty

C10 = 65Ah C20 = 72Ah C10 = 70Ah C20 = 78Ah

6-CNFJ-90 $719.00 6-CNFT-90 $840.00 
12V 90Ah 3 Year 12V 90Ah 3 Year

Warranty Warranty

C10 = 90Ah C20 = 100Ah C10 = 90Ah C20 = 100Ah

N70ZZ  Size

6-CNFJ-100 $799.00 6-CNFT-100 $840.00 
12V 100Ah 3 Year 12V 100Ah 3 Year

Warranty Warranty

C10 = 100Ah C20 = 110Ah C10 = 100Ah C20 = 108Ah

6-CNFJ-120 $959.00 6-CNFJ-150 $1,199.00 
12V 120Ah 3 Year 12V 150Ah 3 Year

Warranty Warranty

C10 = 120Ah C20 = 132Ah C10 = 150Ah C20 = 162Ah

6-CNFT-155 $1,399.00 6-CNFT-170 $1,409.00 
12V 155Ah 3 Year 12V 170Ah 3 Year

Warranty Warranty

C10 = 155Ah C20 = 170Ah C10 = 170Ah C20 = 190Ah

Cyclic: 14.7V 16.5A (25oC) Cyclic: 14.7V 16.5A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  16.9 kg / 37.25 lbs Weight:  16.8 kg / 37.03 lbs

12V Series 

Dimensions: L229xW138xH215mm Dimensions: L277xW106xH225mm

Cyclic: 14.7V 19.5A (25oC) Cyclic: 14.7V 21A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 21 kg / 46.29 lbs Weight: 22.5 kg / 49.60 lbs

Dimensions: L348xW167xH175mm Dimensions: L259xW169xH210mm

Cyclic: 14.7V 27A (25oC) Cyclic: 14.7V 27A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  28 kg / 61.72 lbs Weight: 34.5 kg / 76.05 lbs

Dimensions: L306xW174xH220mm Dimensions: L390xW108xH286mm

Cyclic: 14.7V 30A (25oC) Cyclic: 14.7V 30A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 31.5 kg / 69.44 lbs Weight: 34.5 kg / 76.05 lbs

Dimensions: L330xW172xH220mm Dimensions: L560xW125xH228mm

Cyclic: 14.7V 36A (25oC) Cyclic: 14.7V 45A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 36.5 kg / 80.46 lbs Weight: 45 kg / 99.20 lbs

Dimensions: L408xW172xH234mm Dimensions: L486xW170xH241mm

Cyclic: 14.7V 46.5A (25oC) Cyclic: 14.7V 51A (25oC)

Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 45 kg / 99.20 lbs Weight: 50 kg / 110.23 lbs

Dimensions: L559xW125xH283mm Dimensions: L546xW125xH320mm



Part No RRP Part No RRP

6-CNFT-180 $1,489.00 6-CNFJ-180 $1,439.00 
12V 180Ah 3 Year 12V 180Ah 3 Year

Warranty Warranty

C10 = 180Ah C20 = 190Ah C10 = 180Ah C20 = 190Ah

6-CNFT-190 $1,579.00 6-CNFJ-200 $1,599.00 
12V 190Ah 3 Year 12V 200Ah 3 Year

Warranty Warranty

C10 = 190Ah C20 = 200Ah C10 = 200Ah C20 = 220Ah

Part No RRP Part No RRP

3-CNFJ-4 $28.00 3-CNFJ-7.2 $38.00 

6V 4Ah  3 Year 6V 7.2Ah 3 Year

Warranty Warranty

C10 = 4Ah C20 = 4.6Ah C10 =  7.2Ah C20 = 7.8Ah

3-CNFJ-10 $52.00 3-CNFJ-12 $62.00 

6V 10Ah 3 Year 6V 12Ah 3 Year
Warranty Warranty

C10 = 10Ah C20 = 12Ah C10 = 10Ah
C20 = 

13.2Ah

3-CNFJ-160 $795.00 3-CNFT-180 $895.00 
6V 160Ah 3 Year 6V 180Ah 3 Year

Warranty Warranty

C10 = 160Ah C20 = 175Ah C10 = 180Ah C20 = 195Ah

3-CNFJ-200 $995.00 
6V 200Ah 3 Year

Warranty

C10 = 200Ah C20 = 216Ah

Cyclic: 14.7V 54A (25oC) Cyclic: 14.7V 54A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 51 kg / 112.33 lbs Weight: 60 kg / 132.27 lbs

12V Series 

Dimensions: L546xW125xH320mm Dimensions: L522xW240xH224mm

Cyclic: 14.7V 54A (25oC) Cyclic: 14.7V 60A (25oC)
Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 51 kg / 112.33 lbs Weight: 64 kg / 141.09 lbs

Dimensions: L546xW125xH320mm Dimensions: L522xW240xH223mm

Cyclic: 7.4V 1.2A (25oC) Cyclic: 7.4V 2.16A (25oC)
Float:  6.8V (25oC) Float:  6.8V (25oC)

Weight:  0.70 kg / 1.54lbs Weight:  1.20 kg / 2.64lbs

6V Series

Dimensions: L70xW47.5xH105mm Dimensions: L151xW35xH100mm

Cyclic: 7.4V 3A (25oC) Cyclic: 7.4V 3.6A (25oC)
Float:  6.8V (25oC) Float:  6.8V (25oC)

Weight:  1.9 kg / 4.18lbs Weight:  2.1 kg / 4.62lbs

Dimensions: L151xW50xH100mm Dimensions: L151xW50xH100mm

Cyclic: 7.4V 48A (25oC) Cyclic: 7.4V 54A (25oC)
Float:  6.8V (25oC) Float:  6.8V (25oC)

Weight:  25.5 kg / 56.31lbs Weight:  28.5 kg / 62.83lbs

Dimensions: L298xW172xH230mm Dimensions: L306xW168xH226mm

Cyclic: 7.4V 60A (25oC)
Float:  6.8V (25oC)

Weight:  31.5 kg / 69.44lbs

Dimensions: L323xW178xH230mm



Part No RRP Part No RRP

6-EVFJ-27 $269.00 6-EVFJ-32 $319.00 

12V 27Ah 3 Year 12V 32Ah 3 Year

Warranty Warranty

C10 = 31.5Ah C20 = 35Ah C10 =  36Ah C20 = 40Ah

C3 = 27 C3 = 32

6-EVFJ-40 $399.00 6-EVFJ-60 $599.00 

12V 40Ah 3 Year 12V 60Ah 3 Year

Warranty Warranty

C10 = 45Ah C20 = 50Ah C10 = 70Ah C20 = 77Ah

C3 = 40 C3 = 60

6-EVFJ-70 $699.00 6-EVFJ-80 $799.00 

12V 70Ah 3 Year 12V 80Ah 3 Year

Warranty Warranty

C10 = 80Ah C20 = 86.5Ah C10 = 100Ah C20 = 103Ah

C3 = 70 C3 = 80

6-EVFJ-100 $995.00 6-EVFJ-120 $1,195.00 

12V 100Ah 3 Year 12V 120Ah 3 Year

Warranty Warranty

C10 = 115Ah C20 = 124Ah C10 = 140Ah C20 = 151Ah

C3 = 100 C3 = 120

6-EVFJ-150 $1,489.00 

12V 150Ah 3 Year

Warranty

C10 = 170Ah C20 = 187Ah

C3 = 150

Cyclic: 14.6~14.7V 5.4A (25oC) Cyclic: 14.6~14.7V 6.4A (25oC)

Float:  13.6V~13.7V (25oC) Float:  13.6V~13.7V (25oC)

Weight:  9.5 kg / 20.94 lbs Weight:  11 kg / 24.25 lbs

Golf Cart & Electric Motor 12V Series

Dimensions: L176xW166xH125mm Dimensions: L222xW105xH175mm

Cyclic: 14.6~14.7V 8A (25oC) Cyclic: 14.6~14.7V 12A (25oC)

Float:  13.6V~13.7V (25oC) Float:  13.6V~13.7V (25oC)

Weight:  12.5 kg / 27.55 lbs Weight:  22.5 kg / 49.60 lbs

Dimensions: L222xW120xH175mm Dimensions: L260xW170xH215mm

Cyclic: 14.7V 14A (25oC) Cyclic: 14.6~14.7V 16A (25oC)

Float:  13.7V (25oC) Float:  13.6V~13.7V (25oC)

Weight:  25.5 kg / 56.21 lbs Weight:  31.5 kg / 69.38 lbs

Dimensions: L260xW170xH215mm Dimensions: L327xW172xH220mm

Cyclic: 14.7V 20A (25oC) Cyclic: 14.7V 20A (25oC)

Float:  13.7V (25oC) Float:  13.7V (25oC)

Weight:  50 kg / 110.13 lbs

Dimensions: L486xW170xH241mm

Weight:  34 kg / 74.89 lbs Weight:  41.5 kg / 91.41 lbs

Dimensions: L331xW176xH219mm Dimensions: L330xW172xH352mm

Cyclic: 14.7V 30A (25oC)

Float:  13.7V (25oC)



Part No RRP Part No RRP

3-EVFJ-180 $895.00 3-EVFJ-210 $1,045.00 
6V 180Ah 3 Year 6V 210Ah 3 Year

Warranty Warranty

C10 = 230Ah C20 = 248Ah C10 = 260Ah C20 = 280Ah

C3 = 180 C3 = 210

3-EVFJ-265 $1,315.00 
6V 265Ah 3 Year          NEW LCBM COMING SOON

Warranty

C10 = 300Ah C20 = 330Ah

C3 = 265

Part No RRP Part No RRP

4-EVFJ-135 $895.00 4-EVFJ-150 $995.00 

8V 135Ah 3 Year 8V 150Ah 3 Year

Warranty Warranty

C10 = 165Ah C20 = 178Ah C10 = 165Ah C20 = 178Ah

C3 = 135 C3 = 135

Dimensions: L261xW181xH285mm

Part No RRP Part No RRP

6-CNFT-55 $509.00 6-CNFT-90 $849.00 
12V 55Ah 3 Year 12V 90Ah 3 Year

Warranty Warranty

C10 = 55Ah C20 = 60Ah C10 = 90Ah C20 = 100Ah

C120 = 66Ah C120 = 108Ah 

6-CNFT-155 $1,399.00 6-CNFT-170 $1,409.00 
12V 155Ah 3 Year 12V 170Ah 3 Year

Warranty Warranty

C10 = 155Ah C20 = 170Ah C10 = 170Ah C20 = 190 Ah

C120 = 186Ah C120 = 216Ah 

6-CNFT-190 $1,579.00 

12V 190Ah 3 Year

Warranty

C10 = 190Ah C20 = 200Ah

Weight:  33 kg / 72.69 lbs Weight: 35 kg / 77.09 lbs

Dimensions: L260xW180xH275mm Dimensions: L260xW180xH275mm

Cyclic: 7.3V~7.35V 53A (25oC)

Float:  6.8V~6.85V (25oC)

Weight: 46.5 kg / 101.41 lbs

Cyclic: 7.35V 36A (25oC) Cyclic: 7.35V 42A (25oC)

Float:  6.85V (25oC) Float:  6.85V (25oC)

Golf Cart & Electric Motor 6V Series

Dimensions: L295xW178xH345mm

                                                              

COMING SOON

Cyclic: 9.8V 27A (25oC) Cyclic: 9.8V 27A (25oC)

Float:  9.14V (25oC) Float:  9.14V (25oC)

Weight:  33 kg / 72.69 lbs Weight:  33 kg / 72.69 lbs

Golf Cart & Electric Motor 8V Series

Dimensions: L261xW181xH285mm

Cyclic: 14.7V 16.5A (25oC) Cyclic: 14.7V 27A (25oC)

Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight: 16.8 kg / 37.03 lbs Weight: 34.5 kg / 76.05 lbs

Dimensions: L277xW106xH225mm Dimensions: L390xW108xH286mm

Cyclic: 14.7V 46.5A (25oC) Cyclic: 14.7V 51A (25oC)

Float:  13.6V (25oC) Float:  13.6V (25oC)

Weight:  45 kg / 99.20 lbs Weight: 50 kg / 110.23 lbs

Dimensions: L559xW125xH283mm Dimensions: L546xW125xH320mm

Cyclic: 14.7V 54A (25oC)
Float:  13.6V (25oC)

Weight: 51 kg / 112.33 lbs

Dimensions: L546xW125xH320mm

www.lusty-blundell.co.nz

Telecommunications Batteries 12V Series

The Lead Crystal Battery 
Monitor will allow remote 
monitoring and data 

logging of Lead Crystal
Batteries.  
SEE ACCESSORIES Page for 



Part No RRP Part No RRP

CNFJ-100 $175.00 CNFJ-200 $345.00 
2V 100Ah 3 Year 2V 200Ah 3 Year

Warranty Warranty

C10 = 100Ah C20 = 108Ah C10 = 200Ah C20 = 220Ah

C120 = 120Ah C120 = 240Ah

CNFJ-300 $515.00 CNFJ-400 $665.00 
2V 300Ah 3 Year 2V 400Ah 3 Year

Warranty Warranty

C10 = 300Ah C20 = 330Ah C10 = 400Ah C20 = 440Ah

C120 = 360Ah C120 = 480Ah

CNFJ-500 $825.00 CNFJ-600 $989.00 
2V 500Ah 3 Year 2V 600Ah 3 Year

Warranty Warranty

C10 = 500Ah C20 = 560Ah C10 = 600Ah C20 = 660Ah

C120 = 600Ah C120 = 720Ah

CNFJ-800 $1,319.00 CNFJ-1000 $1,599.00 
2V 800Ah 3 Year 2V 1000Ah 3 Year

Warranty Warranty

C10 = 800Ah C20 = 880Ah C10 = 1000Ah C20 = 1100Ah

C120 = 960Ah C120 = 1200Ah

CNFJ-1500 $2,399.00 CNFJ-2000 $3,185.00 
2V 1500Ah 3 Year 2V 2000Ah 3 Year

Warranty Warranty

C10 = 1500Ah C20 = 1650Ah C10 = 2000Ah C20 = 2200Ah

C120 = 1800Ah C120 = 2400Ah

CNFJ-2200 $3,499.00 CNFJ-2500 $4,045.00 
2V 2200Ah 3 Year 2V 2500Ah 3 Year

Warranty Warranty

C10 = 2200Ah C20 = 2420Ah C10 = 2500Ah C20 = 2750Ah

C120 = 2640Ah C120 = 3000Ah

Cyclic: 2.45V 30A (25oC) Cyclic: 2.45V 60A (25oC)
Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight: 5.8 kg / 12.78 lbs Weight: 13.5 kg / 29.76 lbs

2V Series 

Dimensions: L172xW72xH210mm Dimensions: L175xW110xH335mm

Cyclic: 2.45V 90A (25oC) Cyclic: 2.45V 120A (25oC)
Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight: 22 kg / 48.50 lbs Weight: 28 kg / 61.72 lbs

Dimensions: L176xW154xH335mm Dimensions: L210xW175xH335mm

Cyclic: 2.45V 150A (25oC) Cyclic: 2.45V 180A (25oC)

Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight:  31.5 kg / 69.44 lbs Weight: 38 kg / 83.77 lbs

Cyclic: 2.45V 450A (25oC) Cyclic: 2.45V 600A (25oC)

Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight:98.5 kg / 217.15 lbs Weight: 125 kg / 275.57 lbs

Dimensions: L244xW175xH335mm Dimensions: L301xW175xH335mm

Cyclic: 2.45V 240A (25oC) Cyclic: 2.45V 300A (25oC)

Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight:  55 kg / 121.15 lbs Weight: 61 kg / 135.48 lbs

Dimensions: L491xW353xH347mm Dimensions: L491xW353xH347mm

Dimensions: L401xW351xH347mm Dimensions: L491xW351xH347mm

Cyclic: 2.45V 660A (25oC) Cyclic: 2.45V 900A (25oC)

Float:  2.27V (25oC) Float:  2.27V (25oC)

Weight: 130 kg / 286.6 lbs Weight: 130 kg / 286.6 lbs

Dimensions: L410xW175xH335mm Dimensions: L475xW175xH340mm



Part No RRP

LCBM -1 $650.00 

      The NEW LCBM (Lead Crystal Battery Monitor)             Available from Easter 2018 
V 275 Amp Shunt measures Volts & Amps In millivolts bi-directional

V LED's to show direction of charge current, Bluetooth & Wifi capable

V Online dashboard so you can remotely monitor data (access multiple units)

V Pitch, Yaw, Accelerometer, Decelerometer and G-Force sensors (loggable) 

V On-board Micro SD card can record all data for 6 years by the second

V Works with Lead Crystal Batteries low resistance and efficiency 

M6 Battery Terminals RRP M8 Battery Terminals RRP
$15.00 $17.00

Brass Terminals Brass Terminals 

BBT-M6-2P 1 pair BBT-M8-2P 1 pair 

Battery Chemistry Comparison Chart

Positive & Negative Positive & Negative 

Battery Accessories 



Up to 99% Recyclable and increased sustainability. 

Cleaner Less acid, no cadmium or antimony. Complies with strict international standards on protection of the environment.

Safer No risk of leakage, less harmful chemicals, less fluids because of crystallization.

Easy transportation Classified as non-hazardous for transport. The only battery allowed  as normal goods air-freight.

Guaranteed quality Each battery comes with a standard 3 year factory warranty.

Better usage performance Charges up to two times faster than conventional alternatives. Excellent high-current discharge.

Full recovery Can be 100% discharged and then restored to full rated capacity daily.

Long battery life  Float service life up to 18 years. Up to 6000 charge/discharge cycles (20% DOD).

Long shelf life Can be stored 2 years with no refresh charging required. Simplifies logistics.

Extreme temperature resistance Operates at temperatures from -40°C to +65°C

L&B Branch Contact Details:

Auckland Whangarei Tauranga
Lusty & Blundell Lusty & Blundell Lusty & Blundell

38 Tawa Drive 43 Herekino Street 47 Totara Street, Unit 6

Albany Whangarei Tauranga

09 415 8303 09 438 6353 07 927 9270 

NOTES:

RRP prices on Price List are inclusive of GST

Prices subject to change without notice

All height measurements shown in this price list include any bolt or handle heights and represent maximum height. 

The Lead Crystal Battery Cycle Chart

The Lead Crystal Battery Advantages


